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“Easy to glue laps because of 
 the unique glue strip system.”
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SPIRTECH 400 2S

Spirtech 400 2S is a high-quality, 
durable, vapour permeable underlay 
designed to be robust with high 
tensile strength.

SPIRTECH 400 2S: PRODUCT CODE AND DESCRIPTION

Description Product Code Coverage

Spirtech 400 2S 9202 50 x 1.5m roll

EXTRA COMPONENTS (SOLD SEPARATELY)

Ancillary Products Product Code Length

Underlay Support Tray

UnoRoll

DuoRoll

DivoTape

9076

9439

9440

9458

1.5m

50m

50m

25m

Spirtech 400 2S
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SPIRTECH 400 2S

1

The underlay must be supported at the 
eaves near the top of the fascia board 
to ensure a positive fall. This can be 
achieved through the use of an Underlay 
Support Tray, RedVent EavesVent Packs, 
Rapid EavesVent 2-in-1 Trays or timber 
tilt fillet and 5U Felt.

2

Roll out Spirtech 400 2S horizontally 
across the roof with the bottom edge  
in line with the top of the fascia.

3

Create a top fixing point to hold the 
upper part of the underlay in place.

4

Pull taught and release to ensure there 
is a nominal 10mm drape between each 
rafter. Nail into place. Remove backing 
from lower adhesive strip and adhere  
to Underlay Support Tray.
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5

5

Batten out the underlay section and 
continue to lay Spirtech 400 2S, 
ensuring that each underlay course 
overlaps the one below by the marked 
150mm headlap. Continue to batten 
out subsequent underlay sections as the 
underlay is laid up the roof. When laying 
Spirtech 400 2S directly onto insulation 
boards each underlay course must be 
secured before starting on the next. 
Remove backing from the two adhesive 
strips and ensure they adhere at the 
overlaps. UnoRoll is required to connect 
the vertical overlaps and connections to 
the building structure. Batten the roof at 
the same time.

Sidelaps must be a minimum of 100mm 
and should coincide with a rafter/ 
counterbatten line in order to secure  
the roll ends.

Avoid laps above the same support  
in consecutive layers.

SPIRTECH 400 2S




